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Ingersoll Rand. Tecnologie Pneumatiche

NOVITA 2022

Rotorbitali Pneumatiche

Serie 5100

NUOVA GAMMA con motore da 0,22 kW

5151-6-HL 5152-6-HL

=)

Platorello d.150 mm Platorello d.150 mm
Orbita 5 mm Orbita 2.5 mm
MAX Free Speed Pad Diameter Rated Power Avg. Air Use Weight Length
CCN&Model Orbit Diameter (RPM) Pad* (mm) (kW) (V/min) (kg) (mm)
5151-6-HL 5.0 mm (3/16") 12,000 Hook & Loop 150 0.22 496 0.82 166
5152-6-HL 2.5 mm (3/32") 12,000 Hook & Loop 150 0.22 496 0.82 166
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@ Ingersoll Rand.

5151-6-HL

150 mm (6") random orbital sander

The Ingersoll Rand® 5100 Series Random
Orbital Sander delivers the efficiency you need
to improve your productivity. We have been
your trusted manufacturer of power tools for
over 100 years, always delivering the durability,
performance and value you trust. The results
speak for themselves, offering the power you
need to get the job done. With our dependable
sander offering you maximum removal rate on
each job, you are able to complete more work in
a day. We deliver incredible levels of
performance and power in an affordable
package that won’t punish your wallet. Ingersoll
Rand® provides reliable & best in class
durability.

to meet your needs. The 5100 Series provides
you the versatility to get any job done.

e Powerful motor delivers 0.22 kW (0.3 HP) and produces the
best speed under load for swirl-free finish.

e 12000 rpm free speed.
e 5 mm (3/16") orbit for general sanding.

e Fully machined counterweight significantly reduces vibration
and greatly increase service life.

e Lightweight composite housing makes this sander the
lightest tool in its class.

e Wide range of power regulator settings helps adjusting the
power to the application.

e Vacuum-ready it connects easily to central or portable
vacuum systems through a 360° swivel.
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SpeCiﬁcaﬁonS at 6.2 bar (90 psi)

Part Number

Ordering number

Pad type

Pad diameter

Orbit diameter

Spindle size

Other available versions:

- 150 mm (6") pad size, 2.5 mm (3/32") orbit

PERFORMANCE

Rated power
Free speed

AIR SYSTEM
Air Inlet (NPT)

Minimum hose size
Average air consumption

NOISE & VIBRATION
Sound pressure / power (ISO15744)
Vibration level / measurement uncertainty (1IS028927)

WEIGHT & DIMENSIONS
Tool weight

Tool height

Shipping weight

Shipping dimensions (L x W x H)

UPC/EAN code

Origin

5151-6-HL
5151-6-HL
Hook & loop
6in/150 mm
3/16in/5 mm
5/16"-24

5152-6-HL

0.3 HP/0.22 kW
12 000 rpm

1/4 in
5/16in/ 8 mm
17.5 CFM / 496 L/min

77.6/88.6 dB(A)
6.0 /2.0 m/s?

1.81b/0.82 kg
3.85in /98 mm
3.011b/1.37 kg
160 x 198 x 125 mm
6 63023 16680 3
Made in China
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@ Ingersoll Rand.

5152-6-HL

150 mm (6") random orbital sander

The Ingersoll Rand® 5100 Series Random
Orbital Sander delivers the efficiency you need
to improve your productivity. We have been
your trusted manufacturer of power tools for
over 100 years, always delivering the durability,
performance and value you trust. The results
speak for themselves, offering the power you
need to get the job done. With our dependable
sander offering you maximum removal rate on
each job, you are able to complete more work in
a day. We deliver incredible levels of
performance and power in an affordable
package that won’t punish your wallet. Ingersoll
Rand® provides reliable & best in class
durability.

to meet your needs. The 5100 Series provides
you the versatility to get any job done.

e Powerful motor delivers 0.22 kW (0.3 HP) and produces the
best speed under load for swirl-free finish.

e 12000 rpm free speed.

e 2.5mm (3/32") orbit combined with high speed and fine
abrasive grain delivers high quality finish. Grit 320 to 3 000
sanding paper is recommended.

e Fully machined counterweight significantly reduces vibration
and greatly increase service life.

e Lightweight composite housing makes this sander the
lightest tool in its class.

e Wide range of power regulator settings helps adjusting the
power to the application.

e Vacuum-ready it connects easily to central or portable
vacuum systems through a 360° swivel.
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SpeCiﬁcaﬁonS at 6.2 bar (90 psi)

Part Number

Ordering number

Pad type

Pad diameter

Orbit diameter

Spindle size

Other available versions:

- 150 mm (6") pad size, 5 mm (3/16") orbit

PERFORMANCE

Rated power
Free speed

AIR SYSTEM
Air Inlet (NPT)

Minimum hose size
Average air consumption

NOISE & VIBRATION
Sound pressure / power (ISO15744)
Vibration level / measurement uncertainty (1IS028927)

WEIGHT & DIMENSIONS

Tool weight

Tool height

Shipping weight

Shipping dimensions (L x W x H)
UPC/EAN code

Origin

5152-6-HL
5152-6-HL
Hook & loop
6in/150 mm
3/32in/2.5mm
5/16"-24

5151-6-HL

0.3 HP/0.22 kW
12 000 rpm

1/4 in
5/16in/ 8 mm
17.5 CFM / 496 L/min

78.3/89.3 dB(A)
4.4/1.5 mls?

1.91b/0.86 kg
3.85in /98 mm
3.011b/1.37 kg
160 x 198 x 125 mm
6 63023 16684 1
Made in China
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